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TECHNICAL SPECIFICATION – ADAM SMITH MAIN AUDITORIUM  
 

Technical requirements must be submitted six weeks in advance of any production or 

rehearsal. Please contact the technical department to discuss matters further.  This 

specification is intended as a guide and not all information shown can always be guaranteed 

accurate.  Most loose items in this list are from a central pool stock and may at times be 

unavailable.  All incoming mains equipment must be tested for electrical safety.  Any 

scenery brought into the theatre must be fire retardant or have been treated accordingly.   

 

 
CONTACTS 

 
MANAGEMENT 

ast.management@onfife.com 

 

TECHNICAL 

technicians.AdamSmith@fife.gov.uk 

 

BOX OFFICE 

boxoffice.adamsmith@onfife.com 

01592 583302 (Tue – Sat 10am – 6pm / 1 hr prior to performances) 

www.onfife.com 
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AUDITORIUM SEATING 
 

463 seats, this is a raked seating bank separated into lower and upper sections by a central 

walkway. There are 4 wheelchair spaces in the central walkway. There are no seats with 

restricted view. 
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ACCESS 

 
Access for load in via a set of double gates to the left of the theatre front doors, this is a 

narrow alley, but it is large enough for vehicles of all sizes to manoeuvre. It is recommended 

that trucks or larger vehicles reverse in. This makes banking to the loading door easier. It is 

also easier for the truck to pull out again into a busy street. 
 

Co-ordinates:  56.112084  -3.163680 

What 3 words location: urgent.shed.spoken 

PostCode: KY1 1ET 
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LOADING DOOR 

 

Height: 3.76m 

Width: 2.5m 

 

NB - Loading door leads directly onto a stage lift. The lift platform becomes the stage floor in 

SR Wings.  

Lift Dimensions – 3.03m x 3.15m 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 



   

 

  6 of 11 

 

DIMENSIONS 
 

STAGE 

Proscenium Arch 

W: 9.95m 

H: 5.95m (5.4m to under film screen box)  

 

The front of the stage is curved, Depths have been measured from the largest point 

(centre) and from the shortest points closer to off stage. 

 

Stage Depth: 12m in the centre and 10.8m at the shortest point 

Back wall to Pros: 7.5m 

Stage Depth with pit removed 9.9m in the centre and 8.6m at the shortest point.  

 

Stage Width 

Wall to Wall – 23.5m at the widest point 

Stage width to masking – 9.95m 

Wing space – 4m x 4m each side. 

 

Height to Grid – 8.6m 

Height to fly floor and bridge – 5.6m 

 

Stage Surface  

Flat (Non-Raked) wood floor covered in 12mm hardboard painted black.  
 

Accessibility:  

Stage and dressing rooms have no wheelchair access. 

 

Stage Trap – No 

 

Flying – contact venue to discuss any possible flying requirements  

 

 

ORCHESTRA PIT 
 

Dimensions 

W: 10m 

D: 3.3m maximum 

Capacity Approx 30 

Depth 2.1m from stage height 
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STAGE MACHINERY 
 

Ladders available for use on stage. 

 

Genie maximum working platform height: 8.02m 

Genie maximum weight: 159KG 

 

 
 

STANDARD HANGING PLOT 
 

Separate bar plot/ground plan available. 

 

Flying bars over stage  

10 ETC Prodigy motorised bars (5 normally used for LX bars) - 500KG 

10 Manual Winches - 250KG 
5 hemps – 50KG 
 
 
ADV Truss 
Advance Truss – 500KG – Hangs in line with the front of the stage. 
 
 
FOH Booms 
Perches 1m from dsl and dsr 
Truss upright in line with the front of the stage. 
 
  

STAGE CLOTHS 
 

The stage is a black box using the following masking -  
3 sets of full black tabs 
3 black boarders 
Starcloth permanently hung on back wall. 
 
6 x Legs available (7m x 2m) 
White gauze/cyc available (9m x 6.5m) 
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STAGE MANAGEMENT CONTROL DESK 
 

Prompt 

Stage Managers desk located stage left with paging to dressing rooms, bar, and foyer. 

Colour monitor with view of stage. 

 

Intercom 

Tecpro system located on stage. Intercom available to stage right, stage left, grid, control 

room, FOH sound position and follow spots. Spare packs available for additional 

requirements.  

 

 

AUDIO FACILITIES 
 

Description: L’Acoustics Kiva 2 Line Array with KS21 subs all flown.  

 

Console -  

DigiCo Quantum 225  

 

System -  

L’Acoustics Kiva II Line array (12 boxes per side) 

L’Acoustics KS21 subs (4 left, 4 right.) 

L’Acoustics 5XT front fill (2) 

 

Monitors/Amplifiers - 

8 x L’Acoustics X12 monitors 

 

 
 

 

HEARING LOOP 
Clear Audio Infrared system. This is available in all areas of the building. 
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LIGHTING FACILITIES 
 

Control Desk 

ETC Ion XE20 

 

Dimmers  

216 ETC Sensor 3 Dimmer. 

  
48 Front of House 
84 Grid Level 
12 DSL 
12 DSR 
24 USL 
24 USR 
12 Orchestra Pit 
 

DMX 

The system runs on a series of nodes via SACN over cat 5, there are nodes and splitters both 

on stage and in the attic. Console links can be provided on stage if required. 

 

Intelligent Lighting.  

6 x Martin Mac Encore Performance WRM 

12 x Martin Mac Quantum Profile 

12 x Martin Mac Aura XB 

18 x Martin ELP Par 

24 x Martin ELP CL profile 

4 x Martin ERA 300 Profile 

6 x Martin ERA 150 Wash 

 

 

Generic Lanterns 

24 x Par 64 CP62 

12 x Strand Sl 15-30 

12 x Strand Sl 23-50 

12 x Selecon 1.2kw Fresnels 

 

Follow Spots  

2 Robert Juliet foxie 700W Located on lighting bridge 2 

 

Power  
100a 3ph for visiting productions. 

Etc Sensor racks can be switched to Hot power for moving lights etc. 

Various domestic sockets around the stage and control areas. 
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PROJECTION FACILITIES 
 

Computers 

Apple MacBook Pro  

Apple Mac Mini  

 

Projectors 

Christie Cinema Projector 

 

Screen 

Cinema screen 9m wide x 5.5m high  

 

*Note venue projection and screen placements are fixed.  For mid or rear stage projection 

the venue can hire in equipment for additional cost. 

 

 

CONTROL POSITIONS  
 

Sound mix position is located to the rear of house right, It can be either in a sound booth or 

out in the back row of the seating area. There are 2 cat 5 lines to the stage as well as BNC 

connections. [There is no analogue multicore between control and stage.] 

 

Lighting control position is located within a control room to the rear of the auditorium. 

 

EFFECTS 
 

Mirror ball with rotator available. 

1 x Martin Jem Compact Hazer Pro 

1 x Martin Jem ZR25 smoke machine 

1 x LeMaitre ProStage six way pyro firer. 

4 x flat pods 

4 x angled pods 

 

NB – We do not keep any pyrotechnics in stock. Please contact us with your requirements 

and will order as required. 
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ADDITIONAL 
 

24 Rat Stands and 1 conductors Rat Stand available.  

 

Rostra  

6 Sico 2.400m x 1.200m / 300mm or 600mm high. 
 
 

DRESSING ROOMS AND FACILITIES 
 

Location 

Dressing rooms are directly behind the stage and spread over 3 levels. Stage level, level 1 

and ground level. All Dressing rooms have access to toilet and shower facilities. 

 

Stage Level: 3 rooms with capacity for 3-4 people each. 

 

Mid-Level: 2 rooms with capacity for 10 people each 

 

Ground Level: 2 rooms with capacity for 12 people each 

 

 

Laundry facilities available on the ground level. 

 

Crossover  

The stage level dressing room corridor gives access to SL and SR.  
 

 

 

 
 

 

 


