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THEATRE TECHNICAL SPECIFICATION – LOCHGELLY CENTRE 

 
BANK STREET, LOCHGELLY, FIFE. KY5 9RD 

  

CONTACTS 

Debbie Kelly 
Venue Manager 
Debbie.kelly@onfife.com 
  
Michael McLean       
Duty/LightingTechnician      
michael.mclean@onfife.com 
 

  

 Tel: 01592 583303 (main reception) 

 
 
AUDITORIUM  
 
Configuration  Proscenium arch with raked seating bank, the seating is individual tip 

up chairs with arms.  

Seating Capacity  412 seats. Movable front row (A) to accommodate maximum three 
wheelchairs and attendant Carer/s. Seats in row L8-14 not available 
due to sound mix position and/or photographer/videographer 
position. Seats in rows W not available due to follow spot positions 
and projector installed at head height. 
Total reduction of 15 seats, remaining capacity 397 

Mix Position  Sound mix position can either be in the center or the very back of the 
Auditorium.  

Hearing Loop  Waiting to be installed  

Enquiries  Box Office 01592 583303  

Notes  No equipment can be put in the walkways or fire exits for any 
performance.  
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LOADING DOCK  
  
Access to Lochgelly Centre loading dock is via David Street. Access for trucks/tour 
bus is easier during the night or early morning as the car park does not have a 
barrier and is accessed by members of the public. If arriving outwith these times, 
please let us know as soon as possible so we can cordon off the loading bay area. 
Truck/van/tour bus can remain parked in the car park next to the loading bay. Only 
one truck/tour bus or two vans can fit in the car park. There is no charge for parking. 
Please keep clear of stage fire exit door. Additional car and van parking can be 
found adjacent to Lochgelly Centre, Fife Council public car park, no charge).  There 
is not an outdoor power supply for buses.  
   

  
 
Loading Bay Entrance  
 
Loading ground level to platform, height 1.1m 
 
Access for Scenery  
 
Scene Dock to stage doors height: 3.7m  
Scene Dock to stage doors width: 4.3m  
 

.    
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Stage 
 
Floor  Wood floor covered in 6mm hardboard 

painted black.  
Dance floor is down as standard and 
covers stage with extension. 
Front of stage lowers to make orchestra 
pit, can be at stage height or auditorium 
level (standard).   

  

Masking  The stage is a black box using the following 
masking: 1 set of black tabs and 4 borders  

  

FOH tabs  Hung on tab track and operated by winch    

Starcloth  There is no star cloth in place    

Prompt  Stage right    

Intercom  Comms located at both mix positions, 
stage left and stage right  

  

Stage power  12x 15 amp sockets  
6x 13 amp sockets  

  

Stage 
Dimensions  

Stage Height 

Proscenium height   
Proscenium width   
Maximum stage width   
Stage depth  (with extension) 
Grid level (at pros arch)   

1.950m 
5.600m   
10.000m   
10.500m   
10.500m  (12.500m) 
8.400m  

  Scene dock external door height   
Scene dock external door width   
Threshold above ground  

4.000m   
4.000m   
1.400m  

Access 
equipment  

Genie scissor lift   
Various ladders.  

  

Orchestra pit  The orchestra pit is hydraulic, it can be 
moved quickly and can accommodate 8- 
10 people comfortably  

  

Music stands  Limited music stands in stock. Please 
contact us with your requirements.  

  

Rostra  6 Sico   2.400m x 1.200m / 300mm or 600mm 
high.  

Stage Steps  2 Box Treads   H910mm x W1220mm 

Notes  The theatre does not provide 
props/working lamps or carpet runs.  
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Backstage 
 
Location  Immediately behind the stage, access USL and 

USR  

Stage monitor Stage right access 

Dressing rooms  
Room 1 
 

 
 
Room 2 
 
 
Room 3 

 
Total Capacity 24 

8 Mirrored makeup spaces, 13 amp power,  
3 sinks, 1 toilet, 1 shower  
 
Total Capacity 18 

2 mirrored makeup spaces, 13 amp power, (no 
utilities) 
 
Total Capacity 24 

8 Mirrored makeup spaces, 13 amp power,  
3 sinks, 1 toilet 
 
Keys can be provided on request. 

Crossover  Immediately behind the stage.  

Utilities  Green room/rest area with kettle, microwave, 
washing machine/dryer, toaster and fridge 
available. Iron and ironing board available on 
request  

 Toilets  2 individual toilets located next to green room.  
An accessible toilet with electric mobile hoist and 
shower is available directly outside the backstage 
corridor 

 Towels Must be requested at time of booking 

 
 
Rigging 
 

5 Scenery Bars (motorised)  

5 Lx Bars   

3 Manual Winch  

1 Hemp Bar  

2 Static Bars (at rear)  

Notes Please note the theatre does not have any 
rigging for providing side lighting.  Rigging 
plans, section and ground plan can be provided 
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Lighting 
 
Location Lighting control position is located within a 

control area to the rear of the auditorium.   
Console  Ion XE located at rear mix position  

 

Dimmers  120 dimmable channels  

DMX  Patch points FOH and side of stage  

Follow spots  2 Robert Juliet Manon 1.2KW Located at rear of 
seating bank  

Lanterns  14 ELP PAR  
14 ELP PROFILE  
(15-30, 25 – 50, 50)  
8 Frenels  
Limited iris in stock  

Gel stock  The theatre carries a limited gel stock. We cannot 
provide for specific colour calls. Please contact in 
advance with any gel requirements.  

Moving lights  6 MAC encore WRM  
8 MAC Quantum  
8 ERA 300 profile  
12 MAC Aura  

House lights  Controlled FOH or side of stage  

Effects  Mirror Ball - La Maitre 16 inch mirror ball with 5 
rpm rotator.  
Hazer – Tour Hazer II 
Smoke - ZR26 
Confetti Canon- Equinox twin shot 
Geysers – 4 RGB  
The theatre does not keep pyrotechnics in stock. 
Please contact us in advance with your 
requirements, 4-6 week lead time. 

Notes  All equipment on this list is from a central pool 
stock and may at times be unavailable.  

 
PROJECTION FACILITIES  
 
Projector Panasonic PT-MX14K Projector  

Panasonic EMT750/850 Lens 
Blustream TX150CS HDBaseT CSC Transmitter 

Computers  Mac Mini with QLab 

Screens Rear of stage white wall  

Projection screen H 6m x W3.5m, off ground 1.7m, front 

front of stage 4.6m 
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SOUND 
 

Console  Digico Quantum 225, Digico S31  

Position  Rear or middle of theatre.  

FOH system  L’acoustics Kiva line array  

Playback  Mac mini and Qlab  

Multicore  Digico MQ rack  

Microphones  8 way Sennheiser radio kit, 8 belt packs 2 hand 
Helds. Stock of wired microphones  

License  The theatre is licensed for the following 
frequencies VHF 606.500 to 621.000 MHz and 
cannot provide for frequencies out with this 
range.  

Notes  The system can be patched to suit requirements 
of most performances. All items in this list are 
from a central pool stock and may at times be 
unavailable.   

   

FRONT OF HOUSE 
  
General  Before any performance may commence, front of 

house clearance must be received by the visiting 
stage manager. Ordinarily this will be given by the 
Front of house manager to the theatre technician 
who will then pass this on to the stage manager. 
Front of house clearance is also required before a 
performance may continue after an interval has 
taken place.  

Merchandise and Foyer displays  Any requests for space and tables must be 
approved by the duty FOH manager. While all 
attempts will be made to accommodate 
reasonable areas, there is limited foyer space. 
Please advise four weeks in advance if a member 
of staff is required to sell merchandise. A 
commission is charged where merchandise is sold, 
refer to Duty Manager for current rate. (12.5% 
4/2024 if no staff required to sell, 15% if staff 
required). 

Box office  Boxoffice.lochgellyc@onfife.com   
Tel – 01592 583303.  

Parking  Get in door area can accommodate most heavy 
goods vehicles. Please do not park in front of stage 
door or area leading up to it. Car and van parking 
can be found to the rear of the theatre.  
  

 Food and Beverage  A café bar is open for an hour before the 
performance and during interval with a selection 
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of hot and cold drink, alcohol, and snacks available 
to purchase.  
The café can be opened longer hours and with 
more menu items if agreed at least 6 weeks prior 
to the event.  
(Food and drinks purchased/prepared elsewhere 
and brought into Lochgelly Centre cannot be 
consumed in the café bar area. Hot takeaway 
foods cannot be consumed in any public areas 
within the venue). 

 
 

 ADDITIONAL  
  
Yamaha upright piano available for use on stage. Please contact us with tuning requirements 
(additional charge) 

  
  
 

Technical requirements must be submitted six weeks in advance of any production 
or rehearsal. Please contact the technical department to discuss matters 
further.  This specification is intended as a guide and not all information shown can 
always be guaranteed accurate.  Most loose items in this list are from a central pool 
stock and may at times be unavailable.  All incoming mains equipment must be 
tested for electrical safety.  Any scenery brought into the theatre must be fire 
retardant or have been treated accordingly.    
  
 
 
 
 
 
 


